
Characterization Well R-25 Completion Report

March 2002 10 ER2001-0697

10.75-in. protective cover

16-in. surface casing to 20 ft

Cement

Granular bentonite and 20/40 sand
(50/50 mix)

20/40 sand
30/70 sand

30/70 sand
20/40 sand
30/70 sand

30/70 sand
20/40 sand

Slough

Cement pad (5 ft x 10 ft x 6 in.)

TD 1942 ft

Screen #8
(1794.7 to 1804.7 ft)

Screen #7
(1604.7 to 1614.7 ft)

Screen #6
(1404.7 to 1414.7 ft)

Screen #5
(1294.7 to 1304.7 ft)

Screen #4
(1184.6 to 1194.6 ft)

Screen #2
(882.6 to 893.4 ft)

Screen #1
(737.6 to 758.4 ft)

30/70 sand

1307 to 1308 ft

1934 to 1942 ft

1930 to 1934 ft
1889 to 1930 ft

1885 to 1889 ft

1813 to 1885 ft
1805 to 1813 ft
1786 to 1805 ft

1781 to 1786 ft
1625 to 1781 ft
1618 to 1625 ft
1600 to 1618 ft

1595 to 1600 ft

1424 to 1595 ft

1415 to 1424 ft
1398 to 1415 ft

1394 to 1398 ft

30/70 sand

30/70 sand

20/40 sand

30/70 sand

Grout
20/40 sand
30/70 sand

30/70 sand
20/40 sand

20/40 sand
30/70 sand

30/70 sand
20/40 sand
30/70 sand

20/40 sand
30/70 sand

1290 to 1307 ft

1284 to 1290 ft

1202 to 1284 ft

1191 to 1202 ft
1180 to 1191 ft

1174 to 1181 ft

1135 to 1174 ft

1070 to 1135 ft

1046 to 1070 ft

1040 to 1046 ft

905 to 1040 ft

897 to 905 ft
878 to 897 ft

865 to 878 ft

762 to 865 ft

732 to 762 ft

726 to 732 ft

1308 to 1394 ft

50 to 726 ft

0 to 50 ft

Cement

KEY TO
MATERIALS USED

Cement

Bentonite Mix

30/70 Sand

20/40 Sand

Removed Screen 

Well Screen

Slough

Packer and 
Replacement
Screen

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and 20/40 sand
(50/50 mix)

Granular bentonite and
20/40 sand (50/50 mix)

Granular bentonite and
20/40 sand (50/50 mix)

Granular bentonite and
20/40 sand (50/50 mix)

5.625-in.-O.D., 5.0-in.-I.D. stainless steel casing

Screen #3 (damaged)
(1054.6 to 1064.6 ft)

14.5-in. borehole
to 578 ft

20-in. borehole
to 20 ft

12.75-in. borehole
to 1175 ft

Screen #9 (original)
(1894.7 to 1904.7 ft)

Casing/screen separation at
1894.7 ft; replacement screen
from 1871.5 to 1875 ft
Inflated packer above screen #9
at 1862.2 ft

Not To Scale

All depths in feet bgs

10.75-in. borehole
to 1942 ft

Note: The screen intervals list the footages of the pipe perforations, not the tops and bottoms of screen joints. 

Granular bentonite and 20/40 sand
(50/50 mix)

Figure 3.2-1. As-built well-completion diagram of well R-25




